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PROPOSED STONE MASONRY WALL
STA. 116+50 TO STA. 117+40

VARIES 0’'-0" TO 3'-0"
V 8'—0" MIN.

¥
2.0% b g
* — 2
"REINFORCED CONCRET
*1:6 MAX SLOPE 2o o s VAR@

1'-0

SEE PLAN DRAWING SHEET 8 FOR JOINT LINE LOCATIONS

TYPICAL BIKE PATH SECTION
STA. 115+98.5 TO STA. 116+80.31

TURF SHOULDER:
\2'-0" 10'-0" & Varies 2’0",
2.0%

—_— % . .
= N

~——

\PORTMND CEMENT CONCRETE SIDEWALK, 5"
*1:6 MAX SLOPE AGGREGATE BASE COURSE TYPE B 4”
(INCLUDED WITH COST OF PCC SIDEWALK, 5”)
SEE PLAN DRAWING SHEET 8 FOR JOINT LINE LOCATIONS

BIKE PATH SECTION

STA. 116+80.31 TO STA, 116+98
STA. 117+51 TO STA. 118+75

AN Ny -0

3'-5"
30"

4 #4 s BARS
3

8 #5 h BARS (3'-3" LONG)

ELAN

1'-10”

1’-10"

CONCRETE FOUNDATI
RT. & LT. STA. 119+60

#4 s BARS

BILL OF MATERIAL
Concrete Structures Cu. Yds.| 2.2
Reinforcement Bars Lbs. 100

PROPOSED STONE MASONRY WALL
\&_ STA. 116+50 TO STA. 117440
3’_min.
@ 10’-0" TURF SHOULDER

2.0% *1:6 MAX SLOPE

Y

~—

PROPOSED TYPE A CUTTER \—PORTLAND CEMENT CONCRETE SIDEWALK, 5

STA. 116+98 TO STA. 117+51

AGGREGATE BASE COURSE TYPE B 4"
(INCLUDED WITH COST OF PCC SIDEWALK, 5”)

SEE PLAN DRAWING SHEET 8 FOR JOINT LINE LOCATIONS

TYPICAL BIKE PATH SECTION

STA. 116+98 TO STA. 117+51

PROPOSED DECORATIVE STEEL RAILING
STA. 118+75 TO STA. 119+38

3'-0"
r_g” 10°—0"
| MiN. 2.0% PROPOSED TYPE A GUTTER
N =
; A\ —_—
TURF SHOULDER:

\~PORTLAND CEMENT CONCRETE SIDEWALK, 5"

*1:6 MAX SLOPE AGGREGATE BASE COURSE TYPE B 4"
(INCLUDED WITH COST OF PCC SIDEWALK, 57)
SEE PLAN DRAWING SHEET 8 FOR JOINT LINE LOCATIONS

IYPICAL BIKE PATH SECTION

STA. 118+75 TO STA. 119+38

AGGREGATE SUBGRADE 12"

TYPICAL SECTION — OTTAWA AVE.
PROPOSED CURB ADJACENT TO EXIST. PAVEMENT

| VARIES — SEE PLAN VARIES—SEE PLAN
TZ ST LT L T2 77
EXISTING PAVEMENT & BASE \ \

COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.18
3" HOT-MIX ASPHALT SURFACE COURSE, N50, MIX C

AGGREGATE SUBGRADE 12"

3" COLD MILL SURFACE, VARIABLE DEPTH (MIN 1 1/27)
3" HOT—MIX ASPHALT SURFACE COURSE, N50, MiX C

TYPICAL SECTION — OTTAWA AVE.
PROPOSED PAVEMENT & OVERLAY

AouTE No. | sEcTion counry JTeren SHEET
R 3 LEE 21 4
Feu
FED, ROAD DIST. NO. 7 nimois Ir:b. a10 PROJECT-

* Section 09-P4000-01-BT Contract #85504

5'—0" (RT. STA. 119+43)
6'-0" (STA. 0+68—1+53)

2.0%

COMBINATION CONCRETE CURB AND GUTTER, TYPE B—6.18
3" HOT—MIX ASPHALT SURFACE COURSE, N50, MIX C

\

——

\—PORTLAND CEMENT CONCRETE SIDEWALK, 5"

AGGREGATE BASE COURSE TYPE B 4"
(INCLUDED WITH COST OF PCC SIDEWALK, 5”)

SEE PLAN DRAWING SHEET 8 FOR JOINT LINE LOCATIONS

PCC SIDEWALK

RT. STA. 119443
STA. 0+68 — STA. 1+53

_ 1 ___— CONCRETE TO BE
T o CROWNED 1”

12" DIAMETER STANDARD WEIGHT
GALVANIZED STEEL PIPE (CONCRETE
FILLED). MINIMUM WALL THICKNESS
0.375 INCHES, fy = 36 ksi

1" SLOPE

V FINISHED GRADE
= Y

40"

S

s CTISAY  CLASS S (3500 PSI) CONCRETE.
: \\;7\\§, MATERIAL ON ALL SIDES

SRRl CONCRETE TO BEAR
a® . N ON UNDISTURBED

[N~ APPROVED SUBGRADE

DIAMETER

D POSTS, SPECI,
SEE SPECIAL PROVISIONS

TYPICAL SECTIONS & DETAILS
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